
Technical Data Sheet

PEKAY A635 LAMINATING ADHESIVE

DESCRIPTION

Pekay A635 is a solvent based polyurethane adhesive that is cross-linked for application in lamination of OPPPekay A635 is a solvent based polyurethane adhesive that is cross-linked for application in lamination of OPP  
and Mylar films to themselves, paper, board and foil.and Mylar films to themselves, paper, board and foil.

FEATURESFEATURES

Pekay A635 is supplied as a two component system with long pot and shelf life.Pekay A635 is supplied as a two component system with long pot and shelf life.

The product is available at a solids content of approximately 75% and can be diluted with Ethyl Acetate beforeThe product is available at a solids content of approximately 75% and can be diluted with Ethyl Acetate before  
use, according to client’s needs.use, according to client’s needs.

Pekay A635 displays excellent adhesion to OPP, Mylar and Corona arc-treated foils, as well as to both steel andPekay A635 displays excellent adhesion to OPP, Mylar and Corona arc-treated foils, as well as to both steel and  
glass.glass.

After curing Pekay A635 is non toxic and non hazardous and complies in terms of its composition with §§After curing Pekay A635 is non toxic and non hazardous and complies in terms of its composition with §§  
175.105 “Adhesives” and §§ 173.300 “Resinous and Polymeric Coatings” of the FDA regulations (Title 21 CFR)175.105 “Adhesives” and §§ 173.300 “Resinous and Polymeric Coatings” of the FDA regulations (Title 21 CFR)  
in respect of adhesives for food contact.in respect of adhesives for food contact.  

APPLICATION

Pekay A635 is supplied in a concentrated form, as a two component system.Pekay A635 is supplied in a concentrated form, as a two component system.

A635A is supplied in 200kg drums or 25kg drums.A635A is supplied in 200kg drums or 25kg drums.
A635B is supplied in 5kg tins.A635B is supplied in 5kg tins.

The mixing ratio is 20% by weight of Part B to each Part A. ( ie. 1 part by weight of part B to 5 parts byThe mixing ratio is 20% by weight of Part B to each Part A. ( ie. 1 part by weight of part B to 5 parts by  
weight of part A ) weight of part A ) NoteNote : This is prior to dilution. : This is prior to dilution.
Once mixed, the product is further diluted with Ethyl Acetate to a suitable viscosity. Aromatic and alcoholicOnce mixed, the product is further diluted with Ethyl Acetate to a suitable viscosity. Aromatic and alcoholic   
solvents are not suitable.solvents are not suitable.

A dilution table is given below:A dilution table is given below:
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A635 
Mixed 
(parts) 

+ Ethyl 
Acetate 
(parts) 

= Solids 
Content 
(%) 

Viscosity
(Ford Cup 4) 

1,0kg Nil = 75% high 
*1,0kg 0,5kg = 50% 18 - 20 sec 
1,0kg 0,87kg = 40% 13 - 14 sec 
1,0kg 1,5kg = 30% 11 – 12 sec 
* ideal coating weight 

The pot life of the mix is around 8 hours.The pot life of the mix is around 8 hours.  

SPECIFICATIONS

APPEARANCEAPPEARANCE  Viscous, colourlessViscous, colourless  

SOLIDS CONTENTSOLIDS CONTENT  75% approx75% approx  

FLASH POINTFLASH POINT  Below 0Below 0ooC (uncured)C (uncured)  

SOLVENT / CLEANUPSOLVENT / CLEANUP  Ethyl Acetate, MEKEthyl Acetate, MEK  

PROPERTY OF DRY FILMPROPERTY OF DRY FILM  Tg Tg ooC = 22C = 22ooCC  

ADHESION ON -ADHESION ON -
    STEEL    STEEL
    GLASS     GLASS 

10N/2,5cm 10N/2,5cm 
9N/2,5cm 9N/2,5cm 

GENERAL

APPLICATION TEMPERATURE LIMITSAPPLICATION TEMPERATURE LIMITS  + 8+ 8ooC to + 35C to + 35ooCC  

STORAGE TEMPERATURE LIMITSSTORAGE TEMPERATURE LIMITS  + 5+ 5ooC to + 40C to + 40ooCC  

FLAMMABILITYFLAMMABILITY  HIGHLY FLAMMABLEHIGHLY FLAMMABLE  

REFER TO SAFETY DATA SHEET FOR FULL DETAILS OF STORAGE AND USEREFER TO SAFETY DATA SHEET FOR FULL DETAILS OF STORAGE AND USE
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STATUTORY LABELLING

SymbolSymbol  FF  Highly flammableHighly flammable  
Nature of RisksNature of Risks  R11R11 Highly flammableHighly flammable  
Safety GuidelinesSafety Guidelines  S16S16 Keep away from sources of ignitionKeep away from sources of ignition  

S23S23 Do not breathe vapourDo not breathe vapour  
S29S29 Do not empty into drainsDo not empty into drains  
S33S33 Avoid static dischargeAvoid static discharge  

TRANSPORT REGULATIONS

UNO No. 1173UNO No. 1173

The information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEE ISThe information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEE IS  
EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.
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