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At Henkel, we provide more than just adhesives, sealants, lubricants and functional coatings to the 

general industrial marketplace. We partner with our valued customers to understand their needs and to 

help develop and deliver innovative engineered solutions to the industry’s biggest challenges. 

From the design, development and testing stage through the implementation, training and support 

phase, Henkel is there to provide priceless world-class expertise, service and support to our customers 

on a global scale. 

Our formulating chemists and engineers have developed innovative product solutions that save weight, 

time, energy, scrap, failures, and process complexity to help you compete in today’s challenging manu-

facturing environment. If our product does not solve the problem then we will partner with our custom-

er to develop and formulate a product solution that will.

This is why Henkel’s complete line of high performance adhesives, sealants and lubricants has been a 

trusted brand of choice. Taking a step beyond technology solutions we go even deeper to the specific 

maintenance and repair task of the industrial component. Whether it be static or rotating equipment, 

you will find the right product solution to maintain your devices time and cost efficiency and to 

noticeably increase the reliability of your industrial plant.

Your Total Solution Provider

Advanced flexible bonding
and sealing solutions

High performance engineering
adhesives and sealants

Innovative pretreatment
technology to improve
your production process



Threadlockers Thread Sealants Retainers Structural Bonding

MS Polymers Instant Bonding Mould Release AgentsHotmelt Adhesives

Protective Coatings & Compounds LubricantsAnti-Sieze Cleaners

Technical
Consultancy

• Technical advice
   (calculation, design
    selection)

• Process simulation

• Line design &

   engineering

• Testing

• Cutting Fluids

• Stamping &

   Drawing Fluids

• General Cleaners

• Cleaning

   Specialities

• Conversion

   Coatings

• Surface 

   Preparation

• Engineering

   Applications

• General Bonding

• Structural Bonding

Metal
Working

Cleaning
Pre-

Treatment
Bonding

• Engineering

   Applications

• General Sealing

• Filling

• Protecting

• Removal of Paint
   Coatings

• Functional 
   Coatings

• Anti-Seizes

• Dry Films & Oils

• Greases

• Tech-days
   tailored to
   customer needs

• Process assesment
   & final user training

Sealing
Filling &

Protecting
Coating Lubricating

Expert
Training
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LOCTITE®

222
Up to M36

-55 to +150ºC

• Ideal for low-strength
   threadlocking of adjusting
   screws countersunk head
   screws and set screws

LOCTITE®

243
Up to M36

-55 to +180ºC

• Medium strength general 
   purpose threadlocker
• Tolerates slight
   contaminations of
   industrial oils

LOCTITE®

2701
Up to M20

-55 to +150ºC

• High strength, especially 
   for chromated surfaces
• Ideal for high-strength
   threadlocking of metal
   fasteners including SS

Threadlocking

Thread
Sealing

Size Of Thread

Service Temperature Range

IDH No. 195742 (50 ML) (50 ML) (50 ML) (50 ML) (50 ML)1677003 142568 135281 1295164

270153 (150 M) (50 ML) (50 ML) (50 ML) (100 ML)234422 135491 1680618 142492

LOCTITE®

290
Up to M6

-55 to +150ºC

• Medium strength wicking 
   grade threadlocker
• Ideal for locking
    pre-assembled fasteners

LOCTITE®

2400
Up to M36

-55 to +150ºC

• Medium strength threadlocker
• Leading in health & safety

Maximum Pipe Size

Service Temperature Range

IDH No.

LOCTITE®

55
4”

-55 to + 130°C

• General purpose, threaded
   pipe and fitting sealant
• DVGW/KTW approval for gas 
   and potable water. Certified 
   to NSF/ANSI Standard 61

LOCTITE®

542
3/4”

-55 to + 150°C

• Ideal for fine threads as
  used in hydraulic,
  pneumatic & general
  fittings
• DVGW approval

LOCTITE®

577
3”

-55 to + 150°C

• General purpose thread
   sealant
• P1 NSF Approved

LOCTITE®

567
3”

-55 to + 204°C

• High temperature thread 
   sealant containing PTFE 
• UL Listed

LOCTITE® 

SI 5331

• Ideal for use on metal, plastic 
   or a combination of both 
   fittings
• DVGW Approval, P1 NSF 
   Approved

3”

-55 to + 150°C

Retaining
Compounds

Diametrical Clearance

Service Temperature Range

142442 (50 ML) (50 ML) (50 ML) (50 ML) (50 ML)195757 1803363 234863 267328IDH No.

LOCTITE®

620

• High strength, high 
   temperature retaining 
   compound
• DVGW Approved

Up to 0.2 mm

-55 to + 230°C

LOCTITE®

638

• Best resistance to dynamic, 
   axial and radial loads
• P1 NSF, DVGW, WRC Approved

Up to 0.25 mm

-50 to + 180°C

LOCTITE®

641

• General purpose medium 
   strength retainer

Up to 0.1 mm

-55 to + 150°C

LOCTITE®

603

• High strength retainer for 
   close fitting cylindrical parts
• P1 NSF, WRC Approved

Up to 0.1 mm

-55 to + 150°C

LOCTITE®

660

• Ideal for repairing worn coaxial 
   parts without remachining
• High strength retaining 
   compound
• P1 NSF Approved

Up to 0.5 mm

-55 to + 150°C

Gasketing
Products

Flang Type

Service Temperature Range

1643517
1643520
1643519

(85 G)
(85 G)
(85 G)

(50 ML) (50 ML) (70 ML) (315 ML)142608 234534 135275 88089IDH No.

LOCTITE® 

SI 5699

• Ideal for sealing all types of
   flanges including stamped
   sheet metal where water glycol 
   resistance is required
• P1 NSF Approved

Flexible

-60 to + 200°C

LOCTITE®

GASKET MAKER

• Resists aging weather and
   thermal cycling
•  Fills gaps up to 6mm

Flexible

Up to + 250°C

LOCTITE®

SI 5927

• Multi purpose flexible
   silicone sealant
•  Can be used on metal,
   plastic and painted parts

Flexible

-55 to + 315°C

LOCTITE®

574

• Ideal for use on rigid metal
   parts, e.g. cast iron
   components and pump
   housings

Rigid

-55 to + 150°C

LOCTITE®

510

• Ideal for use on rigid 
   flanges where high
   temperature and chemical
   resistance is necessary
• P1 NSF Approved

Rigid

-55 to + 200°C



70 N/mm2

-20 to + 120ºC

LOCTITE®

EA 3475

• Repair aluminium castings,
   crackes of worn aluminium
   parts and stripped
   aluminium threads

Instant
Bonding

Fixture Time

Service Temperature Range

Strength (Shear/Tensile)

Service Temperature Range

Compressive Strength

Service Temperature Range

Compressive Strength

Service Temperature Range

IDH No. 195758
1211229

(20 G)
(3 G)

(20 G) (20 G) (20 G)195759 195678 1379599 (50 G)1778011

IDH No. 195777 (50 ML / 18 ML) (24 ML) (15x25 ML) (3x50 G) (570 ML)142517 229177 1303596 100145

IDH No. (500 G)(114 G)265628 (1 LB)235613(1 LB)219293 229176

IDH No. 229174 (500 G) (500 G) (500 G) (1 LB) (500 G)195891 229173 209822 195826

Structural
Bonding

Metal-filled
compounds

Metal-filled
compounds

LOCTITE®

401
3 - 10 Sec.

-40 to + 120ºC

• For porous substrates 
   such as wood, paper, 
   leather, cork and fabric
• P1 NSF Approved

LOCTITE®

406
2 - 10 Sec.

-40 to + 120ºC

• Rapid bonding of plastics,
   rubbers, including EPDM,
   and elastomers

LOCTITE®

454
5 - 10 Sec.

-40 to + 120ºC

• Ideal when non-dripping is 
   required or for use on vertical 
   or overhead surfaces
• P1 NSF Approved

LOCTITE®

3090
5 - 20 Sec.

-40 to + 80ºC

• For application where 
   cosmetic aspects and low 
   bloom is required

LOCTITE®

4090
90 - 120 Sec.

-40 to + 150ºC

• Large gap filling structural 
   bonding adhesive
• High toughness & moisture
   resistance
• Works on multiple substrates

15 - 30 N/mm2

Up to + 100ºC

LOCTITE®AA
330/7386

• Ideal for bonding dissimilar
   substrates, like PVC,
   phenolic and acrylic
   compounds
• Good impact resistance

22 N/mm2

-55 to + 100ºC

LOCTITE®

EA 3430

• A five-minute, 2K-Epoxy
   adhesive, suitable for
   applications requiring an
   optically clear bond line
• Ideal for bonding glass,
   decorative panels

25 N/mm2

-55 to + 100ºC

LOCTITE®

EA 3450

• 2K epoxy fast cure
   structural adhesive used
   for metal repair

9 N/mm2

- 55 to + 100°C

• Easy to use
• Turns white when fully mixed
• Clear when cured
• Working strength 30 minutes
• Ideal maintenance product

-

-55 to + 100ºC

TEROSON ® 
MS 939

LOCTITE®

EA Double Bubble

• Easy to use
• UL Listed
• Turns white when fully mixed
• Clear when cured
• Working strength 30 minutes
• Ideal maintenance product

(74.5N/mm2)

 - 30 to +95°C

• Fast curing steel re-inforced 
   repair putty
• Hardens in 10 minutes

83N/mm2

 - 30 to +121°C

• General purpose repair putty
• Cure begins in 10 minutes
• Adheres to most types of 
   surfaces including damp or 
   wet surfaces
• Certified to NSF/ANSI Standard 61

82.7N/mm2

 - 29 to + 107°C

• Superior adhesion and versatile 
   application
• Once cured it can be machined, 
   drilled, tapped or filed

70N/mm2

 - 20 to + 120°C

• Repair pitting caused by 
   cavitation and/or corrosion
• Low shrinkage properties

LOCTITE®

EA 3474

70N/mm2

-20 to + 120ºC

• Pourable, steel-filled, self
   levelling
• Recommended for casting into 
   hard to reach areas, anchoring 
   and levelling, forming moulds
   and parts

LOCTITE® 

EA 3473
60N/mm2

-20 to + 120ºC

• Fast curing, steel filled,
   nonsagging
• Ideal for emergency repair and 
   repairing worn metal parts to 
   prevent downtime

70N/mm2

-20 to + 120ºC

• Mineral filled epoxy that forms 
   a self lubricating surface to 
   reduce sliding wear on moving
   parts

90 N/mm2

-20 to + 190ºC

LOCTITE®

EA 3479

•  Rebuilding and repairing of
   worn aluminium parts in high
   operating temperature
   applications

LOCTITE® 

PC 3473
LOCTITE® 

EA 3463
LOCTITE® 

 PC 3471
LOCTITE®

EA 3471

125 N/mm2

-29 to + 121ºC

LOCTITE®

PC 3478

• High Ferro-Silicon content.
• Resists corrosion, abrasion & 
   chemicals

(500 G)229175

LOCTITE®

EA 3472



Anti-Sieze

Service Temperature Range

Solid Lubricating Agent

LOCTITE ®

LB 8009

LOCTITE ®

PC 7234
1.1

-29 to +288°C

1.1

 -29 to +95ºC

• Ultra smooth ceramic re-inforced 
   epoxy that provides a high gloss 
   low friction coating to protect 
   against turbulence, cavitation & 
   abrasion
• High Temperature resistance

• Ultra smooth ceramic re-inforced 
   epoxy that provides a high gloss 
   low friction coating to protect 
   against turbulence, cavitation & 
   abrasion
• Certified to NSF/ANSI Standard 61

Protective
Coatings &

Compounds

Service Temperature Range Dry

Coverage (M2/KG)

Service Temperature Range Dry

Coverage (M2/KG)

Service Temperature Range

Working Time 

LOCTITE ®

LB C5-A
Copper & graphite

-30 to + 980ºC

• Can be used on copper, brass, 
   cast iron, steel, all alloys 
   including stainless steel, all 
   plastics & all non-metalic 
   gasketing materials

Graphite & Calcium Fluoride

-30 to + 1,315ºC

• Provides long term
   lubrication
• For all metals including
   stainless steel and
   titanium

LOCTITE ®

LB 8023
Graphite & calcium, 
boron nitride

-30 to + 1,315ºC

• Protects assemblies exposed to 
   direct/indirect fresh or salt 
   water & high humidity
• Superior water wash out 
   resistance

LOCTITE ®

 771
Nickel & graphite

-30 to + 1,315ºC

• Provides long life for slow 
   speed parts
• Excellent chemical resistance 
   to acids, amonia, acetylene & 
   vinyl monomer

White oil & EP additives

-30 to +400°C

• Metal free formulation for use 
   on equipment in food processing 
   industry
• H1 NSF approved

IDH No.

(1 LB)
(400 ML)

160796
1727642

(1 LB)209758 275026 2342487 1169241(1 LB) (1 LB) (2 LB)

LOCTITE ®

PC 7333/ PC 7315

Protective
Coatings &

Compounds

IDH No.

IDH No.

IDH No.

LOCTITE ®

 LB 8014

40 min.

-30 to +110°C

LOCTITE ®

PC 9416

• Three component chemically 
   resistant product
• Bonds to almost any clean 
   substrate
• Self-levelling

10 min.

-26 to +1090°C

• High performance magnesium 
   phosphate based system
• Fast cure concrete repair
• Bonds to new & old concrete, 
   wood & steel

LOCTITE ®

PC 7202
10 min.

Up to +121°C

• Two-part epoxy system for the 
   installation of main engines 
   and other equipment
• Used for precise alignment
• High compressive strength

10 min.

-29 to +82°C

• Combines the property of 
   rubber and urethane in a 
   trowelable repair compound
• Abrasion & impact resistant
• Excellent resistance to oil, 
   grease, water & corrosion

-

-29 to +82°C

• Extremely tough & fast curing 
   rubber repair system
• Permenantly bonds to rubber, 
   urethane, PVC, metal, glass, 
   wood & plastics
• Waterproof & high peel strength

Concrete Repair/ 
Grouting/ 

Flexible Repair

LOCTITE ®

MR FLX 80 PTY
LOCTITE ®

PC 9410 
LOCTITE ®

PE 9022

(2 LB)
(2 LB)

209826
209668

(2 LB)235601

LOCTITE ®

PC 7339
0.070

-29 to +288°C

• Small ceramic bead filled two-
   part epoxy system
• Protects equipments from fine 
   particle abrasion at high 
   temperatures

(3 LB)235597

LOCTITE ®

PC 9340
0.070

-10 to +110°C

• Unique three component rapid 
   setting silica based composite 
   coating
• Environmentally friendly water 
   based system

(10 KG)1710655

(1 GA) (10 LB)235572 235632 (3.5 KG)1005903 (1 LB)209821 (1 KIT)432774

LOCTITE ®

PC 9020
-

-30 to +105°C

• Used for backing were metal 
   in gyratory & cone crushers
• Excellent impact resistance
• Unique color changing property 
   for mixing confirmation

1694850

1.35

 -30 to +95°C

• Ultra-smooth, ceramic 
   reinforced two-part epoxy 
   coating to protect against 
   turbulence, cavitation & 
   abrasion

LOCTITE ®

PC 7255

900 ML1161707

LOCTITE ®

PC 7355
0.072

-28 to +121°C

• Large ceramic bead filled 
   epoxy paste
• Protects, repairs & re-builds 
   high wear areas of equipment

(25 LB)1323940

1.25

-29 to +65°C

• Brushable ceramic filled two-
   part chemical resistant epoxy 
   to protect equipment against 
   extreme corrosion caused by 
   chemical exposure

LOCTITE ®

PC 7319

(11 LB)209816

(20 LT)209824

0.72

-30 to +120°C

• Dredge pump liners
• Fumes and troughs
• Pump impellers
• Vibrating feeders
• Chutes and hoppers

LOCTITE ®

PC 7226

1.1

-10 to +210°C

• Chemical & abrasion resistant 
   epoxy system for high 
   temperatures
• Post cure required

LOCTITE ®

PC 7000

(5 KG)1890656



Emergency
Repair/

Dispensing
Equipment

LOCTITE ®

O-RING KIT
LOCTITE ®

5070
LOCTITE ®

SI 5075
LOCTITE ®

DISPENSING GUNS
LOCTITE ®

PERISTALIC DISPENSERS

LOCTITE ®

SF 7840
LOCTITE ®

SF 7063
LOCTITE ®

SF 7039
LOCTITE ®

SF 7200
LOCTITE ®

SF 7850
• Biodegradable
• Solvent free, non-toxic,
   non-flammable
• Diluted with water
• Removes grease, oil,
   cutting fluids and workshop
   grime

• Solvent-based general
   parts cleaner
• Leaves no residue
• Ideal for use prior to adhesive 
   bonding and sealing 
   applications
• Removes most greases oils, 
   lubrication fluids, metal 
   cuttings and fines from all 
   surfaces

• For cleaning electrical
   contacts exposed to
   moisture or other
   contamination
• Does not affect insulating
   varnishes
• Typical application:
   cleaning of electrical
   contacts, relays,
   switchgear etc.

• Removes cured gasket
   sealants and traditional
   gaskets in 10 to 15
   minutes
• Minimal scraping
• Usable on most types of
   surfaces

• Natural extract base
• Free of mineral oils
• Biodegradable
• Contains premium skin
   conditioners
• Works with or without
   water
• Removes ground-in dirt,
   grease, grime and oil

LOCTITE ®

LB 8201
LOCTITE ®

LB 8021
LOCTITE ®

LB 8113
Lithium

-20 to + 120ºC

• Prevents corrosion and
   anti-wear
• Applied where low shock
  loads and high RPM
  bearings, spherical roller
  balls bearings and gears

Mineral oil, EP

 -30 to + 170°C

• Anti-fling properties
• Water resistance
• Used to lubricate chains, open 
   gears, worm screws & cables

LOCTITE ®

LB 8104
Silicone

-40 to +200°C

• Suitable for lubricating plastic  
   elastomer components in the 
   food processing industry
• H1 NSF approved

Mineral oil

 -20 to + 120°C

• Frees assemblies
• For light lubrication of metals
• Cleans parts
• Displaces moistures
• Prevents corrosion
• General purpose

Silicone oil

-30 to +200°C

• General purpose lubricant for 
   metal & non-metal surfaces
• Used as a release agent in 
   moulds
• H1 NSF approved

Lubricants

Colour

Base

IDH No.

Surface
Preparation

Application Method

Description

IDH No.

Primer

Pre-applied

LOCTITE ®

SF 7701

• Used for LOCTITE®

   Cyanoacrylates
• Suited for polyolefins 
   (including PTFE) & 
   thermoplastic rubbers

Activator

Post-applied

• Used for LOCTITE® 
   Cyanoacrylates
• To accelerate cure

Protection

Post-applied

• Ceramic silicone free protective 
   coating
• Prevents adhesion of welding 
   spatter for upto 8 hours per 
   application
• Used for MIG/MAG welding, 
   laser & plasma cutting

Protection

Post-applied

• Provides excellent cathodic 
   protection on ferous metals
• Resists temperatures up to 550˚C
• Can be used as a primer before 
   painting

142479 (150 ML)

(400 ML) (1 KG) 15517511727644 1687329 1652339 (75 GR) (400 ML) 1727641 (400 ML)

Activator

Pre-applied

LOCTITE ®

SF 7649

• Used for LOCTITE® Anaerobics
• To speed up cure on passive & 
   inactive surfaces
• For large bond gaps

88195 (35 GR)

LOCTITE ®

SF 7455

• Eliminates the need for an 
   inventory of different sized 
   O-rings
• Saves the need for complete 
   disassembly
• Joints resist water/oil and are 
   strong as the rubber itself

135327

LOCTITE ®

SF 7800

• Repairs pipe leaks in 1 hour
• No tools required
• Adheres & cures under water
• Can be sanded & painted as 
   required
• Temperature resistance upto 
   +120°C

• Self-fusing silicone rubber wrap
• Can be used for flexible hose 
   repair, pipe repair, tool wrap & 
   electrical insulative wrap
• Temperature resistance upto 
   +260°C

• LOCTITE® Dispensing guns for 
   300ml/310ml cartidges & 
   50ml syringes

• LOCTITE® Dispensing pumps 
   used for 50ml/250ml 
   LOCTITE® Anearobic bottles
• Ideal for controling adhesive 
   usage per application

LOCTITE ®

SF 7900

(400 ML)1238883 (400 ML)1727545(500 ML)

IDH No. 142407 (1 SET) 209818 (2X6 Cons) 267452
1093940

(1 PC)
(1 PC)

88631
608966

(1 PC)
(1 PC)

1460869 (2.5 CM x 4.27 M)

Parts &
Hand Cleaning

IDH No. 1763780 (400 ML) 1727806 (400 ML) (20 L) (3 L)
400 ML

(400 ML) 1427775 1658114
1658169

235323

LOCTITE ®

LB 8101


