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PEKAY P155 HEAT TRANSFER CEMENTPEKAY P155 HEAT TRANSFER CEMENT

DESCRIPTION

Pekay No.  155 is  a  water-based inorganic  heat  transfer  cement  for  application  to conventional  steam orPekay No.  155 is  a  water-based inorganic  heat  transfer  cement  for  application  to conventional  steam or  
electrical resistance type heated pipe line systems. Pekay P155 works equally well in both heating and coolingelectrical resistance type heated pipe line systems. Pekay P155 works equally well in both heating and cooling  
operations.operations.

APPLICATION METHODS

Apply between 5Apply between 500C and 40C and 4000C. The surface of the pipe should be free of loose paint, rust, scale, oil or dirt.C. The surface of the pipe should be free of loose paint, rust, scale, oil or dirt.  
Apply Pekay P155 by trowel or caulking gun, being careful to force into the gap between tracer and heatedApply Pekay P155 by trowel or caulking gun, being careful to force into the gap between tracer and heated  
surface. Pekay P155 should cover the pipe by at least 7.0mm and the contact area on the pipe or vesselsurface. Pekay P155 should cover the pipe by at least 7.0mm and the contact area on the pipe or vessel  
should be three times the width of the tracer. The water content of P155 should be allowed to evaporate asshould be three times the width of the tracer. The water content of P155 should be allowed to evaporate as  
quickly as possible.quickly as possible.

SPECIFICATIONS

NO. OF COMPONENTS 1

COLOUR Black

DRYING TIME TOUCH DRY 2 HOURS – THROUGH DRY 48 HOURS 

THEORETICAL COVERAGE PIPE SIZE:
9.5mm o.d. – 0.32 kilo per meter
12.7mm o.d. – 0.50 kilo per meter
19.mm o.d. – 1.00 kilos per meter
19.mm o.d. – 1.00 kilos per meter

RECOMMENDED THINNER N\A 

CLEAN-UP SOLVENT 
Mass \ litre : 1.68 kg % 

WATER
Volume Solids : 75% 

VISCOSITY HEAVY PASTE 
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FLASH POINT NONE 

COMBUSTIBILITY WET: Non-flammable
DRY : Fire Resistant

SHELF LIFE 6 MONTHS Room Temperature 

PACKAGING 5, 25, 200 Ltr drums

SHIPPING CLASSIFICATIONS PROTECT FROM FREEZING

PHYSICAL TESTS TEMPERATURE LIMITS – 700c TO 4200c
TEMPERATURE LIMITS ARE AT COATED SURFACES 

CURING

Start curing Pekay P155 as soon as possible after application by continuously passing hot water (50Start curing Pekay P155 as soon as possible after application by continuously passing hot water (5000C to 60C to 6000C)C)  
through the tracer for at least 12 hours and preferably longer. When cuing between additional layers, allow 2through the tracer for at least 12 hours and preferably longer. When cuing between additional layers, allow 2  
to 3 hours heat curing before adding the next layer. Do not cure P155 by passing steam through the tracer.to 3 hours heat curing before adding the next layer. Do not cure P155 by passing steam through the tracer.   
Rapid heating may cause boiling of the cement at the heating surface. Such boiling, combined with tracerRapid heating may cause boiling of the cement at the heating surface. Such boiling, combined with tracer  
expansion, will diminish the bond and may leave air voids which reduce heat transfer effectiveness. Preventionexpansion, will diminish the bond and may leave air voids which reduce heat transfer effectiveness. Prevention  
of voids is very important.of voids is very important.

Inspect the application frequently during curing to detect any deficiencies in bond between P155 and the metalInspect the application frequently during curing to detect any deficiencies in bond between P155 and the metal  
pipe. If a break is detected, turn off the heat source and press the soft cement back against the metal surfacepipe. If a break is detected, turn off the heat source and press the soft cement back against the metal surface   
to re-establish the bond. If curing has progressed to the point that bond cannot be re-established, the cementto re-establish the bond. If curing has progressed to the point that bond cannot be re-established, the cement  
must be removed and new cement appliedmust be removed and new cement applied..

LIMITATIONSLIMITATIONS

Protect P155 from rain until insulation is installed. Do not apply over aluminium.Protect P155 from rain until insulation is installed. Do not apply over aluminium.

CAUTIONCAUTION

Repeated contact with skin may cause irritation. Wash hands often with warm water. Avoid contact with eyes.Repeated contact with skin may cause irritation. Wash hands often with warm water. Avoid contact with eyes.  
If affected flush eyes immediately with copious quantities of fresh water and seek medical attention.If affected flush eyes immediately with copious quantities of fresh water and seek medical attention.
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The information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEEThe information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEE  
IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.
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