
Technical Data Sheet

PEKAY A689 PU LAMINATING ADHESIVE

DESCRIPTION

A 689  is a moisture curing Polyurethane Prepolymer based adhesive designed for lamination of various fabrics 
to flexible polyurethane foam where excellent bond properties are required coupled with resistance to harsh 
environments.

FEATURES

• Single pack – no mixing or metering
• Long open time for ease of lay-up
• Excellent adhesion to all materials 
• Service temperature range from -40°C to 150°C
• High shear strength
• Excellent water resistance when cured

USES

A 689 is specifically designed for assembly of pot scourers and a variety of industrial laminations.

SURFACE PREPARATION

Ensure that surfaces are clean and free from surface contaminants that might impair adhesion. 
Traces of adsorbed moisture on the substrate surface will facilitate the curing process.

APPLICATION 

Apply the adhesive at a rate of 3 – 4 m² per L to one surface only by means of spray, roller or glue 
spreader and allow exposure to atmospheric humidity for at least 5 mins prior to assembly.
It is advantageous to humidify the adhesive surface prior to bonding by means of a very fine mist 
spray of water. This will accelerate the curing process but will result in slight foaming of the adhesive 
film which may be advantageous in certain situations.
After assembly, allow laminates to cure for at least 12 hours prior to use.
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SPECIFICATIONS
Base : MDI based prepolymer
Solids content : 95% by mass
Specific Gravity : Approx. 1,05
Colour : Clear to pale yellow
Viscosity : Approx. 3000 mPa.s
Cleaner : Pekay C411 ( Flammable ) or C406 (Non-flammable)
Initial cure : 12 hours at 25°C and 50% RH
Full cure : 7 days

LIMITATIONS / GENERAL
Application temperature limits : 10°C to 40°C
Storage temperature limits : 15°C to 35°C
Shelf life : 3 months in unopened container.

Do not expose the product to moisture when either in storage or not in use as the product is 
extremely moisture sensitive and exposure will cause premature polymerization. After application the 
spray equipment must be flushed with a suitable DRY flushing agent as soon as possible to prevent 
curing of the product in the hoses, nozzles etc. Refer to our Technical Department for a list of suitable 
flushing agents.

The product contains free 4,4 Diphenyl Methane Diisocyanate and prolonged exposure might be 
detrimental to health. Refer to our MSDS for details.
Wear rubber gloves and safety goggles when working with the product as it will cure and chemically 
bond to the skin making removal extremely difficult.

Packing – 25 kg screw cap drums, 200 kg drums.

The information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEEThe information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEE  
IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.
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