
Technical Data Sheet

PEKAY A688 POLYURETHANE LAMINATION ADHESIVE

DESCRIPTION

Pekay Pekay is a one – part unfilled Polyurethane prepolymer specifically designed for bonding of sandwich panelsis a one – part unfilled Polyurethane prepolymer specifically designed for bonding of sandwich panels  
and similar lamination applications. A low-foaming product,  with a wide range of setting and curing timesand similar lamination applications. A low-foaming product,  with a wide range of setting and curing times  
available.available.

FEATURES

●● Cures by way of moisture, therefore no pre-mixing requiredCures by way of moisture, therefore no pre-mixing required

●● When cured it is water and solvent resistantWhen cured it is water and solvent resistant

●● Applies easily by hand, roller or sprayApplies easily by hand, roller or spray

●● Highly water-resistant. Also resistant to most solventsHighly water-resistant. Also resistant to most solvents

●● High initial bond strengthsHigh initial bond strengths

●● Wide range of curing timesWide range of curing times

APPLICATION METHODS

Surfaces to be bonded should be clean, sound and free of oil and grease.Surfaces to be bonded should be clean, sound and free of oil and grease.

Apply an even coating of adhesive to one surface, at a coating rate of between 250 and 350 g/sq metre. AApply an even coating of adhesive to one surface, at a coating rate of between 250 and 350 g/sq metre. A  
light mist of water is then applied over the entire surface, to ensure proper activation of the adhesive,light mist of water is then applied over the entire surface, to ensure proper activation of the adhesive,  
especially in dry climates. Allow for an open time not exceeding 20 minutes, then bond and put into the press.especially in dry climates. Allow for an open time not exceeding 20 minutes, then bond and put into the press.  
A uniform pressure of minimum 50kg / sq m is suggested. Keep in the press for a minimum of 40 mins.A uniform pressure of minimum 50kg / sq m is suggested. Keep in the press for a minimum of 40 mins.

Once the container has been opened the contents should be used up as quickly as possible.  Part containersOnce the container has been opened the contents should be used up as quickly as possible.  Part containers  
must be tightly sealed and if left overnight they should be used immediately the following morning.must be tightly sealed and if left overnight they should be used immediately the following morning.
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SAFETY

Pekay A688 contains M.D.I. and must be handled with care. Ensure adequate ventilation.  Respiratory masksPekay A688 contains M.D.I. and must be handled with care. Ensure adequate ventilation.  Respiratory masks  
need to be worn if the product is being sprayed. Only HVLP spray is possible, with the minimum amount ofneed to be worn if the product is being sprayed. Only HVLP spray is possible, with the minimum amount of   
vapour as aerosol. A maximum of 0.09 mg / cubic M of 4,4-MDI is permissible.vapour as aerosol. A maximum of 0.09 mg / cubic M of 4,4-MDI is permissible.
The product contains Diphenylmethane – Diisocyanate and is therefore subject to hazard regulations under theThe product contains Diphenylmethane – Diisocyanate and is therefore subject to hazard regulations under the  
Health and Safety Act.  The following details apply:Health and Safety Act.  The following details apply:
CAS-number: 26447-40-5CAS-number: 26447-40-5
Safety symbol: XnSafety symbol: Xn
R-Phrases: R20 – 36/37/38-42R-Phrases: R20 – 36/37/38-42
The product contains ingredients that may cause breathing problems in persons sensitive to The product contains ingredients that may cause breathing problems in persons sensitive to chemical athsma.chemical athsma.

Whenever applying Pekay A688, safety goggles, PVC gloves and an overall should be worn.  Splashes in theWhenever applying Pekay A688, safety goggles, PVC gloves and an overall should be worn.  Splashes in the  
eyes should be thoroughly rinsed with water and then consult a doctor.  Splashes on the skin can be removedeyes should be thoroughly rinsed with water and then consult a doctor.  Splashes on the skin can be removed  
with soap and water.with soap and water.

SPECIFICATIONS

BASE Polyether - urethane prepolymer 

NUMBER OF COMPONENTS 1 

SOLVENTS / DILUENT C 407

COLOUR Clear unfilled slightly yellowish liquid

SOLIDS CONTENT 98 % min

VISCOSITY Initial 2000 cps @ 25°C 
Aged 3000 cps @ 25°C 

LIMITATIONS / GENERAL

APPLICATION TEMPERATURE LIMITS +5oC to +50o C

STORAGE TEMPERATURE LIMITS +5oC to +50oC 

SERVICE TEMPERATURE LIMITS -20oC to +120oC 

PACKING 25kg, 200kg drum, 1000 kg Flobin

The information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEEThe information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEE  
IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.
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