
Technical Data Sheet

FASTBOND WD3081 PACKAGING ADHESIVEFASTBOND WD3081 PACKAGING ADHESIVE

DESCRIPTION 

The Fastbond WD3081 range consists of a group of high quality PVA adhesives especially designed for use in 
a variety of packaging applications.

The range includes the following products:

- Fastbond WD3081CB- medium viscosity, general purpose application
- Fastbond WD3081LV - low viscosity, for less porous boards
- Fastbond WD3082 - higher viscosity for hand application

The product dries to produce a moisture resistant, heat and ice proof glue line, and can be used on both virgin 
and recycled boards.

USES

The Fastbond WD3081 range may be used on the Emba, Agnati, S & S, Langston, Simon Hooper and other 
folder gluers.
It may also be used in the production of paper sacks, and for a variety of laminating and paper converting 
applications.

APPLICATION

The Fastbond WD3081 range is supplied ready for use at the viscosity suited to the customer’s requirements.

It may be applied by brush, roller, wheel, nozzle or spray equipment and may be pressure or gravity-fed.

Surfaces to be bonded should be clean and dry.  The product should not be diluted for application, but should 
thickening necessitate dilution, up to 5% by volume of water may be added.

Optimal results will occur if the product is kept at a constant temperature of 25o to 30oC during application.

Particular  care  must  be  taken  when  operating  at  low  temperatures:   no  glueing  should  take  place  at 
temperatures of 4oC or less.

Bond using pressure of 400 - 600 kpa.  Allow a maximum “open time” of 60 seconds before bonding.

Maintain pressure on the bonded surfaces for a minimum of 10 minutes to ensure optimal bond strength.
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SPECIFICATIONS

BASE :  Polyvinyl acetate Emulsion
SOLIDS CONTENT :  47 ± 1%

MASS PER LITRE :  1,10kg

VISCOSITY :  Thin, free flowing

COLOUR :  White, dries clear

DRYING TIME :  Surface dry - 4 - 6 minutes at 25oC
   Hard dry - 6 - 8 hours

THINNERS / CLEANUP :  Warm water, not readily soluble when dry

GENERAL

APPLICATION TEMPERATURE LIMITS :  4o to 35oC
STORAGE TEMPERATURE LIMITS :  1o to 40oC
SERVICE TEMPERATURE LIMITS :  -10o to 80oC
SHIPPING CLASSIFICATIONS :  Non flammable, non hazardous.  

   Protect from frost

PACKING :  5kg, 25kg, 50kg, 210kg containers

LIMITATIONS

 DO NOT APPLY BELOW 4oC
 Protect from freezing during storage and use
 Not suitable for use with waxed or varnished cartons

The Fastbond range has been approved by both the Deciduous and Citrus Fruit Boards.

The information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEEThe information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEE  
IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.
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