
Technical Data Sheet

PEKAY G657 ONE PART PU SEALER AND PRIMERPEKAY G657 ONE PART PU SEALER AND PRIMER

DESCRIPTION DESCRIPTION   

Pekay G657 Polyurethane sealer is a moisture curing, single component material suitable for 
priming and sealing porous substrates. It is effective as a dust binding impregnant and as a 
sealer for cement floors and other substrates, which it will protect from moisture, chemicals and 
mineral oils. It is particularly suitable for use with epoxy and polyurethane topcoats.

FEATURES FEATURES   

 Single component easy to use system
 Rapid penetration – Readily binds porous substrates
 Resistant to alkali salts present in fresh plaster and cement finishes
 Tack-free within 4 hours
 Fully cured film is highly chemical resistant
 Recommended as a primer for solvent-based and solvent-free epoxy and urethane coating 

systems as well as for Pekay 672 and 673 Polyurethane Sealants.

SUITABLE SURFACES SUITABLE SURFACES   

Pekay 657 is suitable for application to the following substrates :

 Asbestos cement
 Face bricks
 Cement bricks
 Concrete and mortar
 Natural stone
 Plaster

Also suitable for large pore concrete blocks or slasto surfaces. Where used over existing 
finishes a test patch must first be carried out.
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APPLICATION INSTRUCTIONSAPPLICATION INSTRUCTIONS

Remove all dirt, grease and other contaminants by steam cleaning, sandblasting, sandpapering 
or acid wash. Surfaces must be dry to the touch before application.

Before commencing work on concrete floors, the applicator must ensure that there is no rising 
damp present. In this case the relevant sections of the N.B.R.I.   Information sheet D.I.S.  59-
234  “The prevention of rising damp” should be studied.

Application by soft brush is preferred, although spray or roller application may be used. Pekay 
657 is supplied ready-for-use, but on surfaces of very low porosity it may be necessary to thin 
the product with up to 50% of Pekay 411 Solvent. Maximum efficiency is obtained when the 
product is able to penetrate to a depth of 4 – 6mm into the substrate.

SPECIFICATIONSSPECIFICATIONS

BASE :  Moisture curing Polyurethane polymer
COLOUR :  Transparent amber
SOLVENTS :  A blend of aromatic solvents (Caution : Flammable)
No. OF COMPONENTS :  1
VISCOSITY :  Thin syrup
MASS PER LTR :  1.02 Kg
SOLIDS CONTENTS :  53% by volume      -     60% by mass
THEORETICAL SPREAD RATE :  6 – 7m2 \ Ltr depending on surface porosity
DRYING TIME :  Surface dry  =  2 – 3 hours

      Hard dry  =  24 – 48 hours
     Recoating time  =  within 24 hours

THINNERS\CLEANUP :  Pekay 411 Solvent
FLASH POINT :  250C (Class B solvents)

GENERALGENERAL

APPLICATION TEMP. LIMITS :  +10 to +350C

SERVICE TEMP. LIMITS :  -20 to +1500C

STORAGE TEMP. LIMITS :  5 to 400C

STORAGE STABILITY :  6 months in unopened containers

SHIPPING CLASSIFICATION :  Flammable

PACKING :  5, 25 Litre steel containers.
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CHEMICAL RESISTANCE SUMMARY
Key 5   Completely unaffected

4   Minor attack
3   Moderate attack
2   Severe attack
1   Dissolution

ACIDS

10% H CI 5
10% Acetic Acid 4
10% HNO 5

ALKALIS

10% NaOH 5
10% NH4OH 3

SOLVENTS

Acetone 3
Gasoline 5
Salt spray 5
Cresol 2

LIMITATIONS / PRECAUTIONSLIMITATIONS / PRECAUTIONS

 FLAMMABLE SOLVENTS – Avoid naked flames during use
 Do not apply during cold inclement weather as surface condensation (or “blushing”) can 

affect inter-coat adhesion.
 Mildly harmful vapours – avoid heating the product. Ensure adequate ventilation during use.
 Protect from freezing during storage and use : if product solidifies it can be re-dissolved by 

gentle heating in warm water.
 Keep cans tightly closed when not in use. Once cans are opened, product should not be 

stored for any length of time.
 Not suitable for exterior exposure.
 Prolonged contact may cause dermatitis. Wear rubber gloves during use.
 Eye splashing must be rinsed immediately with water.

READ SAFETY DATA SHEET BEFORE USE.

The information contained in this technical data sheet is to the best of our knowledge correct. NO 
GUARANTEE IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the 
product in their application.
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