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DESCRIPTION 

Pekay WD 285 is an emulsion – based adhesive designed for use as a water – remoistenable adhesive on 
envelope flaps.  It is available as a clear- or blue- drying film, and is suitable for a wide range of papers. 

FEATURES

- Non toxic, ingredients are considered safe for human contact
- Non – curl and flexible when dry
- Fast grab when envelope is sealed
- Non blocking after drying
- Pleasant and flavoured taste

APPLICATION

Pekay WD 285 is designed to run on a wide range of new and old envelope – making equipment without 
dilution.
The product is to be applied as supplied, and not diluted as this can lead to glue starvation at the flap. A good 
application level should be maintained at all times, i.e. between 20 – 30 grams per square metre wet weight.
Equipment can be cleaned with warm water.

SPECIFICATIONS

BASE :  Synthetic resin in aqueous dispersion,  
       colour – clear or blue
VISCOSITY :  10 000 – 12 000 cps
SOLIDS :  40 ± 1%
MACHINEABILITY :  Excellent
WET TACK :  Fast
REWETTABILITY  :  Good with instant grab
DILUENT  :  Water
PACKING  :  25kg, 50kg, 210kg drums
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GENERAL

APPLICATION TEMPERATURE LIMITS : 25o to 35oC
SERVICE TEMPERATURE LIMITS : -20o to 100oC (dry)

  -20o to +10oC (wet)
STORAGE TEMPERATURE LIMITS : 15o to 35oC 
SHELF LIFE : 6 months in unopened containers

SHIPPING CLASSIFICATIONS : Non combustible, non hazardous 
: Protect from frost 

LIMITATIONS

- Protect from freezing during storage
- Product is prone to thickening over time. Always use fresh stock. Stir well before use

The information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEEThe information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEE  
IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.
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