
Technical Data Sheet

PEKAY W321 CERAMIC TILE ADHESIVEPEKAY W321 CERAMIC TILE ADHESIVE

DESCRIPTION 

A filled, bodied polymer emulsion giving a non-critical open time.A filled, bodied polymer emulsion giving a non-critical open time.

SPECIAL CHARACTERISTICS

The adhesive has a high initial and final strength. The dried film is resistant to attack from most oils and fatsThe adhesive has a high initial and final strength. The dried film is resistant to attack from most oils and fats   
and provides a more resilient bond than the traditional method of fixing tiles.and provides a more resilient bond than the traditional method of fixing tiles.

USES

For fixing ceramic tiles, semi-flexible vinyl tiles, felt and hessian backed wall tiles to plaster, cement render,For fixing ceramic tiles, semi-flexible vinyl tiles, felt and hessian backed wall tiles to plaster, cement render,   
brickwork, hardboard, chipboard, wood etc.brickwork, hardboard, chipboard, wood etc.

PREPARATION

Surfaces to be treated should be dry, sound, free from loose material, dust, dirt, oil and grease.Surfaces to be treated should be dry, sound, free from loose material, dust, dirt, oil and grease.

It must not be used where surfaces will remain permanently damp. The tiles must be clean and dry and mustIt must not be used where surfaces will remain permanently damp. The tiles must be clean and dry and must  
not be soaked in water prior to application.not be soaked in water prior to application.

APPLICATION

The adhesive can be applied by putty knife or trowel.The adhesive can be applied by putty knife or trowel.

a. a. Notched Trowel:Notched Trowel:
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Apply the adhesive to the wall with a notched trowel which gives a 5 - 6mm ridge. Slide the tile intoApply the adhesive to the wall with a notched trowel which gives a 5 - 6mm ridge. Slide the tile into  
position with a slight twisting action. It is important to keep the notches clear and to maintain them toposition with a slight twisting action. It is important to keep the notches clear and to maintain them to  
the correct size.the correct size.

b.b.  By Putty Knife:By Putty Knife:

Apply the adhesive to the back of the tile with a putty knife or similar tool, to 3 - 5mm thicknessApply the adhesive to the back of the tile with a putty knife or similar tool, to 3 - 5mm thickness  
covering the tile only. Slide the tile into position with a slight twisting action.covering the tile only. Slide the tile into position with a slight twisting action.

When the wall surface is rough it is preferable to apply the adhesive in blobs of 3 - 5 cm in diameter atWhen the wall surface is rough it is preferable to apply the adhesive in blobs of 3 - 5 cm in diameter at  
10cm centres or as appropriate to the size of the tile, approximately 5cm from the edge.10cm centres or as appropriate to the size of the tile, approximately 5cm from the edge.

Pekay W321 can be easily removed from the surface of glazed tiles bPekay W321 can be easily removed from the surface of glazed tiles by a damp rag.y a damp rag.

Lightly scrape off any adhesive which has set. Under average climate conditions tiles may be laid up to 30Lightly scrape off any adhesive which has set. Under average climate conditions tiles may be laid up to 30  
minutes after spreading the adhesive.minutes after spreading the adhesive.

Clean tools with water immediately after use, or in Methylated Spirits if the adhesive has been allowed to dry.Clean tools with water immediately after use, or in Methylated Spirits if the adhesive has been allowed to dry.

SPECIFICATIONS

COVERAGE:                                                1,5mCOVERAGE:                                                1,5m22 per litre approximately (depending on surface texture,  per litre approximately (depending on surface texture, 
                                                                                                                                    porosity etc)porosity etc)

FLASH POINT:                                             NoneFLASH POINT:                                             None

OPEN TIME:                                                Approx 20 - 30 minutes depending on prevailing conditionsOPEN TIME:                                                Approx 20 - 30 minutes depending on prevailing conditions

CLEANING OF TOOLS:                                  Cold water when wet, if material has dried mechanical removal CLEANING OF TOOLS:                                  Cold water when wet, if material has dried mechanical removal 
                                                                                                                                    will be necessarywill be necessary

STORAGE LIFE:                                           12 months in unopened containers. Material should not be STORAGE LIFE:                                           12 months in unopened containers. Material should not be 
                                                                  stored at below 0                                                                  stored at below 0ooC or above 40C or above 40ooC. Always store under cover.C. Always store under cover.

PACKING:                                                   PACKING:                                                   1lt, 2lt, 5lt, 25lt containers1lt, 2lt, 5lt, 25lt containers

APPLICATION TEMPERATURE LIMITS:           Not below 5APPLICATION TEMPERATURE LIMITS:           Not below 5ooCC

SERVICE TEMPERATURE LIMITS:                   Approx 20SERVICE TEMPERATURE LIMITS:                   Approx 20ooC to +100C to +100ooC depending on operating conditionsC depending on operating conditions

The information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEEThe information contained in this technical data sheet is to the best of our knowledge correct. NO GUARANTEE  
IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.IS EXPRESSED OR IMPLIED.  Users must satisfy themselves as to the efficacy of the product in their application.
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