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CLASSIC 
LIQUID LAUNDRY NON PHOSPHATE DETERGENT 

 

DESCRIPTION: 

CLASSIC is a detergent booster for use either by itself or with SUPREME washing powder, our manufactured 

product in washing machines. CLASSIC is a high performance detergent for washing both synthetic and natural 

fabrics with effective cleaning action at cold, warm or hot temperatures. 

A unique blend of ingredients controls foam to prevent loss of washing action. 

 

ADVANTAGES: 

   • Has quick, deep penetration wetting action. 

   • Contains optical brighteners to give whiter white and clearer colours. 

   • Neutral pH. 

   • Excellent de-staining properties. 
 

PRODUCT DESCRIPTION: 

Appearance:  Clear Blue Liquid   

Biodegradable: Yes 

Wetting ability: Excellent    

Odour:  None  

S.G.:  1.02 
 

DIRECTIONS FOR USE: 

Pre - Spotting: Use at full strength. 

Pre - Soaking: Use 0,25% concentration and let fabric soak overnight. 

Delicate Fabrics: Use CLASSIC alone in the detergent cycle taking care not to exceed recommended  

   temperatures of 55 - 60 C. 

Detergent Booster: Use CLASSIC along with other detergent such as SUPREME, in the suds cycle at  

   recommended concentrations. 

Agitator Machines: Light Soil:   30 - 60 grams per load. 

Heavy Soil:   60 - 120 grams per load. 

Tumbler Machines: Light Soil:   65 - 130 grams per 50 kg load. 

Heavy Soil: 130 - 260 grams per 50 kg load. 
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PRECAUTIONS: 

Contains anionic surfactants. Keep out of reach of children. 
 

FIRST AID: 

External:   Immediately flush skin with plenty of cool running water for at least 5 minutes. 

Eyes:   Immediately flush eyes with plenty of cool running water for at least 15 minutes. 

Internal:   If swallowed DO NOT induce vomiting. Immediately drink a large quantity of water, and  

   then drink milk of magnesia. Follow with olive, vegetable or mineral oil or raw eggs. 

Inhalation:   Immediately move to fresh air. GET MEDICAL ATTENTION IMMEDIATELY! 

 

Every endeavour has been made to ensure that the information in this Data Sheet is reliable, but we do not accept any 

liability for any loss, injury or damage which may result from its use. 
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